yiuksek performansh wafer / lug tipi triple eksantrik kelebek vanalar
(56510-5520)

high performance wafer / lug type triple eccentric butterfly valves
(5510-5520)

* DN50-DN1200, e DN50-DN1200,

e Basing Sinifi : PN16/PN25 bar // Class 150/300, e Pressure Class : PN16/PN25 bar // Class 150/300,

e Govde : ASTM A216 WCB / CF8M / AISI 316, e Body : ASTM A216 WCB/ CF8M / AlSI 316,

e Disk : ASTM A216 WCB / CF8M / AlSI 316, e Disc : ASTM A216 WCB/ CF8M / AlSI 316,

e Conta : PTFE, e Seat : PTFE,

e Kumanda Sekli : Kollu / Rediktorl // Pnématik / e QOperation : Lever / Gearbox // Pneumatic / Electric / Hydraulic Actuator,
Elektrik / Hidrolik Aktliatord, e According to APl 609 standard.

e API 609 standardina uygun.

PN25-CLASS300 PN25-CLASS300  PN16 PN25 CLASS 150 CLASS 300
Inch DN oK oK oK nM oK nM oK M oK n-M
2 50 43 43 125 4M16 165 4-M16 1207 4-5/8° 11 127.0 8-5/8" 11
2% 65 46 46 145  4M16 185 8M16 1397 4-5/8° 11 1492 8-3/4’ 10
3 80 46 48 160 8-M16 200 8-M16 1524 458" 11 1683 8-3/4’ 10
4 100 52 54 180 8-M16 235 8-M20 1905 858" 11 2000 8-3/4’ 10
5 125 56 59 210 8M16 270 8M24 2159 83410 2350 8-3/47_10
6 150 56 59 240 8M20 300 8M24 2413 834’10 2699 12-3/4_10
8 200 60 73 205 12-M20 860 12-M24 2084 83/4’ 10 3302 12-7/8°.9
10 250 68 83 355 12-M24 425 12-M27 3619 12-7/8°.9 8874  16-1".8
12 300 78 9 410 12-M24 485 16-M27 4318 12-7/8°.9 4508 16-14"_8
14 350 78 17 470 16-M24 555 16-M30 4762  12-1°.8 5144 20-1%_8
16 400 102 133 525 16-M27 620 16-M33 5392 16178 5715 20117
18 450 114 149 585 20-M27 670 20-M33  577.8 16148 6286 2417
20 500 127 159 650 20-M30 730 20-M33 6350 20158 6858 241107
24 600 154 181 770 20-M33 845 20-M36 7493 2017’ 7 8128 2416

* DN700-DN1200 boyutlan icin IUtfen tarafimizla iletisime geciniz.
* For DN700-DN1200 please contact us for technical details.




