flansh / kaynak agizli top-entry kiresel vanalar (1500-1550)
flanged / butt welded top-entry ball valves (1500-1580)

TUm hareketli parcalan igine alan tek parcall vana gévdesi, Ustten girigli farkll tasanmi ile Burcelik'in tasarladigi Top Entry Vanalari, yUksek
sizdirmazlik, yUksek basing ve sicakliiklara karsi yuksek dayanim, hat tizerinde bir glinde tamir ve bakim imkani saglar.

e DN50-DN750,

e Class 150 /300 /600 /900 : Yuzer kire Floating / Gift yataklamali Trunnion,
e Basing Sinifi : Class 150 / 300 / 600 / 900,

e Govde & Kapak : ASTM A-105 / ASTM A216 WCB / CF8M / AISI 316,

e Kire : ASTM A-105 / CF8M / AISI 316,

e Kumanda SekKli : Kollu // Pndmatik / Elektrik / Hidrolik Aktliatorld,

¢ |SO 14313/ API 6D / ASME B16,34 standartlarina uygun.

Burcelik Top Entry Ball Valve design, encapsulating all moving parts, provides excellent tightness and resistance to high pressure and
temperature. Maintenance is simplified since almost all repairs can be done without dismantling the valve from line.

® DN50-DN750,

e Class 150/ 300/ 600 /900 : Floating / Trunnion,

e Pressure Class : Class 150/ 300/ 600/ 900,

e Body & Cap : ASTM A-105/ ASTM A216 WCB / CF8M / AlSI 316,
e Ball : ASTM A-105 / CF8M / AlSI 316,

e Operation : Lever // Pneumatic / Electric / Hydraulic Actuator,

e According to ISO 14313/ APl 6D / ASME B16,34 standards.

L
DN CLASS 150 CLASS 300 CLASS 600
Flanged Welded End Flanged Welded End Flanged Welded End

50 178 216 216 216 292 292
80 203 283 283 283 356 356
100 229 305 305 305 432 432
150 394 457 403 457 559 559
200 457 521 502 521 660 660
250 533 559 568 559 787 787
300 610 635 648 635 838 838
400 762 838 838 838 991 991
500 914 991 991 991 1194 1194
600 1067 1143 1143 1143 1397 1397
750 1295 1397 1397 1397 1651 1651

* Class 900 - Class 1500 - Class 2500 Teknik detaylar icin Ittfen tarafimizla iletisime geginiz
* For Class 900 - Class 1500 - Class 2500 please contact us for technical details.




